-\

PROTECTA

4
Fall Protection

\

i

2

MAN-RATED BRAKE WINCHES

ﬁxl

INSTRUCTION MANUAL

J |

i\

MODEL NUMBERS:
AK203AG, AK203AS,
AK204AG, AK204AS,
AK205AG, AK205AG10,
AK205AS, AK205AT,
AK206AG, AK206AS,
AK207AG, AK207AS,
AK210AG,AK210AS

FORM NO:5902213
REV: C

© 3M 2006



FORWARD
This instruction describes installation and use of the Protecta Winch.

WARNING: This product is to be used as part of a complete system. These instructions must be provided to the user of this
equipment. The user must read and understand these instructions before using this equipment. The user must follow the
manufacturer’s instructions for each component of the complete system. Manufacturer’s instructions must be followed for
proper use and maintenance of this product. Alterations or misuse of this product, or failure to follow instructions may result
in serious injury or death.

IMPORTANT: If you have questions on the use, care, or suitability of this equipment for your application, contact Protecta.

IMPORTANT: Before using this equipment, record the product identification information from the ID label in the inspection
and maintenance log of this manual.

IMPORTANT: Before installing this equipment make sure a qualified person verifies the structural integrity of the support
structure the winch will be mounted on .(See Applications, Limitations and Installation details in this document for installation
instructions, mounting requirements and rated capacities.)

DESCRIPTION:
Figure 1 illustrates key components of the Protecta Winch.
A Winch Base Plate B Ratchet Pawl C Winch Handle
D Handle Locking Pin E Winch Cable F  Winch Base Locking Pin

1.0 APPLICATIONS

1.1 PURPOSE: The Protecta Winch must be used with an Protecta fall arrest system if fall protection is the
objective. The Protecta Winch itself is not approved for fall protection.

1.2 TRAINING: This winch is intended to be used by persons trained in its correct application and use. It is the responsibility
of the user to assure they are familiar with these instructions and are trained in the correct care and use of this
equipment. Users must also be aware of the operating characteristics, application limits, and the consequences of
improper use.

2.0 LIMITATIONS AND REQUIREMENTS:

Always consider the following limitations and requirements when installing or using this equipment:
2.1 ANCHORAGE: This winch is intended to be installed on an Protecta tripod. See tripod instructions for
installation and use of the tripod.

2.2 CAPACITY: This winch is designed for use by persons with a combined weight (person, clothing, tools) of
136 kg (300 Ibs). Maximum material load capacity is 453 kg (1,000 Ibs). The winch may be used alternately
for personnel or materials, but not simultaneously.

3.0 INSTALLATION

3.1 (Figure 2) Remove the brake winch from the shipping container. The winch base plate (1) is pre-installed on
the winch and is ready to use (except on a davit arm).

3.2 (Figure 3) Place the winch base plate on one of the three tripod legs (2). Place the pin (3) that is attached
to the base plate through the base plate and the middle hole of the larger leg tube. Lock the pin. This will
hold the base plate in position for the next installation step.

3.3 (Figure 4) Remove the pin originally put through the top hole of the leg (4) and place it through the base
plate and top hole. Lock the pin in place. The winch is now secured to the tripod.

3.4 Check that all pins are in their proper holes and are securely locked in place.

4.0 USE
4.1 Confirm that the winch handle (Figure 1, C) is mounted properly and fastened securely to the winch before
operation.

4.2 Make certain that the winch is lubricated before use.

4.3 Keep hands away from the winch drum, gears, wire rope, and other moving parts during operation.
4.4 The rachet pawl (Figure 1, B) must be disengaged in order to lower a load with the winch.

4.5 Rewind the winch cable slowly and uniformly around the drum cylinder.

IMPORTANT:
e Do not lift or suspend any load material over a person.
* Do not wrap the wire rope lifeline around a load. Use the snap hook only for connection.
e Do not divert your attention from operation of the winch at any time during use.
¢ Do not modify the winch in any way.

IMPORTANT: Do not exceed the load rating of the winch
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5.0 INSPECTION

5.1 FREQUENCY: The user is responsible for proper installation and care of the winch. Inspection is mandatory
prior to each use of all equipment, including snap hooks, cable, winch, tripod, anchorage points, harness,
and self retracting lifeline operation (if applicable).

5.2 If inspection reveals an unsafe or defective condition remove winch from service.

Table 1 - Winch Inspection Checklist

Competent

Inspection: User Person
Inspect all screws, bolts and nuts. Ensure they are securely attached and tight. Check to see if any bolts, [m] [m]
nuts or other parts are missing, or have been substituted or altered in any way. Inspect covers and
housings. Ensure they are free of cracks, dents, corrosion or other damage.
Inspect each system component (support structure, back-up fall arrest system, body support, connectors,
etc.) according to manufacturer’s instructions.
Inspect entire length of wire rope assembly. Always wear protective gloves when inspecting wire rope. [m] [m]
Label must be present and fully legible (see label in Section 7). O O
Corrective Action/Maintenance: Approved By:

Date:
Corrective Action/Maintenance: Approved By:

Date:
Corrective Action/Maintenance: Approved By:

Date:
Corrective Action/Maintenance: Approved By:

Date:
Corrective Action/Maintenance: Approved By:

Date:
Corrective Action/Maintenance: Approved By:

Date:

6.0 MAINTENANCE, SERVICING, STORAGE

6.1 Periodically clean the exterior of the winch using water and a mild detergent solution. Clean labels as
required. At least twice a year, clean and lubricate the wire rope. Do not use solvents to clean the wire
rope as they will remove internal lubrication. Lubricate wire rope using a cloth (wearing gloves) and a light
machine oil.

6.2 Store winch in a cool, dry, clean environment out of direct sunlight. Avoid areas where chemical vapors exist.
Inspect after any period of extended storage.

6.3 Clean and store body support, support structure, and associated system components according to separate
instructions provided with that equipment.

7.0 SPECIFICATIONS

7.1 Personnel Load Capacity: 136 kg (300 Ibs).
Material Load Capacity: 453 kg (1,000 Ibs).
Winch Cable: Model 8108006B, 3/16 inch stainless steel cable, 60 ft length.
Model 8108007B, 3/16 inch galvanized steel cable, 60 ft length.

8.0 LABEL

8.1 This label must be present on the winch and fully legible: 9508250 Rev. A

PROT\ECITA BRAKE WINCH

READ WARNINGS AND USE

INSTRUCTIONS CAREFULLY
www.capitalsafety.com

Not For Moving Humans Without A Protecta
Fall Arrester. Limit 300 Lbs. Maximum

MODEL NO. DATE: LENGTH:




LIMITED LIFETIME WARRANTY

Warranty to End User: D B Industries, LLC dba CAPITAL SAFETY USA (“"CAPITAL SAFETY")

warrants to the original end user ("End User”) that its products are free from defects in materials and
workmanship under normal use and service. This warranty extends for the lifetime of the product

from the date the product is purchased by the End User, in new and unused condition, from a CAPITAL
SAFETY authorized distributor. CAPITAL SAFETY'S entire liability to End User and End User’s exclusive
remedy under this warranty is limited to the repair or replacement in kind of any defective product
within its lifetime (as CAPITAL SAFETY in its sole discretion determines and deems appropriate). No oral
or written information or advice given by CAPITAL SAFETY, its distributors, directors, officers, agents

or employees shall create any different or additional warranties or in any way increase the scope of
this warranty. CAPITAL SAFETY will not accept liability for defects that are the result of product abuse,
misuse, alteration or modification, or for defects that are due to a failure to install, maintain, or use the
product in accordance with the manufacturer’s instructions.

CAPITAL SAFETY’S WARRANTY APPLIES ONLY TO THE END USER. THIS WARRANTY IS THE ONLY
WARRANTY APPLICABLE TO OUR PRODUCTS AND IS IN LIEU OF ALL OTHER WARRANTIES AND
LIABILITIES, EXPRESSED OR IMPLIED. CAPITAL SAFETY EXPRESSLY EXCLUDES AND DISCLAIMS

ANY IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND
SHALL NOT BE LIABLE FOR INCIDENTAL, PUNITIVE OR CONSEQUENTIAL DAMAGES OF ANY NATURE,
INCLUDING WITHOUT LIMITATION, LOST PROFITS, REVENUES, OR PRODUCTIVITY, OR FOR BODILY
INJURY OR DEATH OR LOSS OR DAMAGE TO PROPERTY, UNDER ANY THEORY OF LIABILITY, INCLUDING
WITHOUT LIMITATION, CONTRACT, WARRANTY, STRICT LIABILITY, TORT (INCLUDING NEGLIGENCE) OR
OTHER LEGAL OR EQUITABLE THEORY.

" PROTETA

Fall Protection

USA Canada Australia & New Zealand
3833 SALA Way 260 Export Boulevard 95 Derby Street

Red Wing, MN 55066-5005 Mississauga, ON L5S 1Y9 Silverwater

Toll Free: 800.328.6146 Phone: 905.795.9333 Sydney NSW 2128

Phone: 651.388.8282 Toll-Free: 800.387.7484 Australia

Fax: 651.388.5065 Fax: 888.387.7484 Phone: +(61) 2 8753 7600
solutions@capitalsafety.com info.ca@capitalsafety.com Toll-Free : 1800 245 002 (AUS)

) ) ) Toll-Free : 0800 212 505 (N2Z)
Brazil EMEA (Europe, Middle East, Afrlca) Fax: +(61) 2 8753 7603

Rua Anne Frank, 2621 EMEA Headquarters: sales@capitalsafety.com.au

Boqueirdo Curitiba PR
81650-020

Brazil

Phone: 0800-942-2300
brasil@capitalsafety.com

Mexico

Calle Norte 35, 895-E
Col. Industrial Vallejo

C.P. 02300 Azcapotzalco
Mexico D.F.

Phone: (55) 57194820
mexico@capitalsafety.com

Colombia

Compaiiia Latinoamericana de Seguridad S.A.

5a Merse Road

North Moons Moat

Redditch, Worcestershire

B98 9HL UK

Phone: + 44 (0)1527 548 000
Fax: + 44 (0)1527 591 000
csgne@capitalsafety.com

France:

Le Broc Center

Z.1. 1re Avenue - BP15
06511 Carros Le Broc Cedex
France

Phone: + 33 04 97 10 00 10

g, Fax: +330493087970

Carrera 106 #15-25 Interior 105 Manzana 15 nformation@capitalsafety.com

Zona Franca - Bogota, Colombia

Phone: 57 1 6014777

servicioalcliente@capitalsafety.com

www.capitalsafety.com
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Asia

Singapore:

69, Ubi Road 1, #05-20
Oxley Bizhub

Singapore 408731

Phone: +65 - 65587758
Fax: +65 - 65587058
inquiry@capitalsafety.com

Shanghai:

Rm 1406, China Venturetech Plaza
819 Nan Jing Xi Rd,

Shanghai 200041, P R China
Phone: +86 21 62539050

Fax: +86 21 62539060
inquiry@capitalsafety.cn
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