
RDCP Series Intelligent Instrumentation

RDCP系列智能仪表

输入电源: DC18~DC28V

输入信号 4～20mA:

显示范围 0.00～99.99:

本机功耗: <10W

主电源失电报警

RS485通讯输出功能，实现远程监测按键延伸功能

主报警、预报警值设置，各通道量程设定

船级社认可

软件设定“斜率”和“零偏”，实现无电位器的校正方法

监测模拟量信号，具有传感器故障、系统故障报警输出功能；主报警、预报警功能

Working voltage: DC18~DC28V

Input signal: 4 20mA～

Display range: 0.00 99.99～

Communication interface: RS485
Installation: flush type

Power consumption: <10W

Output relay : <10W ,220V /2Acapacity AC

Main power failure alarm
RS485 interface for telecontrol
Extend function for key
Setting for Main alarm, pre-alarm, measuring range of various channel
Approved by classification societies
"slope" and "nil leaning" setting by Software, Correction technique w/o POT
Monitor analog signal, with followed function: Sensor failure alarm, system fault alarm, direct alarm, pre-alarm

Max monitoring point: 8points(RDCP6);15Points(RDCP12)

技术参数

特 点

Characteristic

通讯接口 RS485:

安装方式 面板嵌入式:

输出继电器触点容量: <10W ,220VAC/2A

主板最大测量点 8点(RDCP6),15点(RDCP12):

适用范围 本仪表适用于各种液位、温度、压力、流量等热工参数的监测报警

Application The instrumentation is used to monitor various thhermondynamic parameters, such as, liquid level,
temperature, pressure, flow, etc.

Tech. Spec.



Intelligent Instrumentation

RDYB-205智能仪表

技术参数

特 点

Characteristic

适用范围 本仪表是一款适用于单个液货舱的液位，压力，温度的综合监测报警仪表。其中，可测量一路
液位、一路压力和三路温度。各路参数可以设置不同的高、低报警值。

Application The instrumentation is used for monitoring various parameters, such as, liquid level, pressure,
temperate for onepiece of cargo tank. It can monitor 1channel level, 1channel pressure, and 3 channels
temperate. Each channel can be set different High/low alarm value.

工作电压: DC18V～DC28V。
输入信号 4～20mA( / ),PT100(温度),RS485(液位/温度/压力）: 液位 压力

测量范围: 液位0000～9999(可调),温度0000~0999(可调),压力-9999~9999(可调)

继电器输出 声报警、 高低报警 、故障报警:

延伸报警 液位报警值延伸报警:

故障报警(常闭) ＜2mA或＞30mA:

外形尺寸 75W×158H×88L (mm):

开孔尺寸: 75W×150H (mm)

Working power: DC18V DC28V～

Input signal: 4 20mA( PT100(temp.),RS485(level/press./temp.)～ level/pressure),
Measuring range: 0000 9999(adj.),temp.～Level 0000~0999(adj.),press.-9999~9999(adj.)
Relay output: sound alarm,low/high alarm,fault alarm
Extend alarm: extend level alarm
Failure alarm: <2mA or >30mA
Overall size:75W 158H 88L (mm)× ×

Cutout size:75W 150H (mm)×

Inner self-checking, sensor failure monitoring
Display in digitron, set various index
Set high alarm or low alarm, alarm output
RS485 interface for telecontrol
"full range" or "zero" adjustment w/o POT
Approved by classification societies

具有内部自检及传感器故障判断功能

用数码管显示，可设置多种参数

高、低位报警值设定，报警输出

RS485通讯接口，实现远程监控

数字调零位及满量程、无电位器

船级社认可

Tech. Spec.



Intelligent Instrumentation

RDBJ-12A智能仪表

技术参数

特 点

Characteristic

适用范围 本仪表适用于液位的开关量监测报警

Application The instrumentation is used to monitor liquid level alarm limits, if the value exceeds the alarm value,
the instrumentation emit alarm.

工作电压: DC18V～DC28V

输入信号 开关量信号 需配置回路故障电阻: ( )
最大测量点: 12点

继电器输出: 声光报警继电器输出(无源触点)

通讯接口: R 485S

输出继电器容量: AC220V/2A

功能键 消声、消闪、试灯按钮:
外形尺寸: 75W×158H×88L(mm)

开孔尺寸: 75W×150H(mm)

传感器故障报警

RS485通讯输出接口，实现远程监控

高亮度、双排LED报警指示

船级社认可

Working voltage: DC18V DC28V～

Input signal switch signal(should fitted with loop failure resistance):
Max. input channel 12channel:

Output relay audible alarm (dry contact):
Communication interface RS485:
Output relay AC220V/2Acapacity:

Function key:Silence, Acknowledge, Testing
Overall size 75W 158H 88L(mm)× ×:
Cutout :size 75W 15 H(mm)×

Powerful anti-jamming, inner self-checking function
Alarm for sensor fault
RS485 interface for telecontrol
High-luminance and double- LED for alarm indication
Approved by classification societies

J1/J2:报警继电器输出

抗干扰能力强，具有内部自检及回路故障判断功能

J1:J2: alarm relay output

Tech. Spec.



Intelligent Instrumentation

RDBJ-12智能仪表

技术参数

特 点

Characteristic

适用范围 本仪表适用于液位的开关量监测报警

Application

工作电压: DC18V～DC28V

输入信号 开关量信号正常闭合( ):

最大测量点 12点:

继电器输出 声光报警继电器输出 无源触点( ):

输出继电器容量 AC220V/2A:

功能键 消音: 按钮，消闪按钮，试灯按钮

外形尺寸 75W×158H×88L (mm):

开孔尺寸 75W×150H(mm):

抗干扰能力强

高亮度LED报警指示

报警点名称可以灵活修改
按键延伸功能

船级社认可

Operating voltage: DC18V DC28V～

Input signal: switch signal(NC)
Max. measuring point: 12 Points
Relay output: audible and visual alarm (dry contact)
Output relay c : AC220V/2Aapacity
Function key: Silence, Acknowledge, Testing
Overall size: 75W 158H 88L(mm)× ×

Cutout size: 75W 15H(mm)×

Powerful anti-jamming
High-luminance LED for alarm indication
Neatly amend the name of monitored content

Approved by classification societies
Supply extension-key function

Tech. Spec.

The instrumentation is used to monitor liquid level alarm limits, if the value exceeds the alarm value,
the instrumentation emit alarm.



Intelligent Instrumentation

RDYB-208智能仪表

技术参数

特 点

Characteristic

适用范围 本仪表适用于各种液位、温度、压力、流量等热工参数的监测报警

Application The instrumentation is used to monitor various thhermondynamic parameters, such as, liquid level,
Temperature, pressure, flow, etc.

工作电压: DC18V～DC28V

继电器输出 故障报警,低报警,高报警,声报警:

输入信号 4～20mA:

最大测量点数 8点:

输出继电器容量 AC250V/2A:
RS485串行通行 2400bps:

测量范围 -999～9999, 量程可调:

开孔尺寸 76H×153W (mm):

外形尺寸 80H×160W×140L (mm):

具有内部自检及传感器故障判断

用液晶屏显示，可设置多种参数

S1功能键延伸

RS485通讯输出接口，实现远程控制

数字调零位及满量程、无电位器

船级社认可

Working voltage: DC18V DC28V～

Output relay fault alarm,low alarm,high alarm,sound alarm:
Input signal 4 20mA～:
Max. measuring points 8 points:
Output capacity AC250V/2A:
RS485 2400bps:
Measuring range -999 9999(adjustable)～:
Overall size 80H 160W 140L (mm)× ×:
Cutout :size 76H 153W (mm)×

Self-checking, sensor failure monitoring
LCD screen, set various index
S1 extend function key
RS485 interface for telecontrol
"full range" or "zero" adjustment w/o POT
Approved by classification societies

Tech. Spec.



Intelligent Instrumentation

RDYB-216智能仪表

技术参数

特 点

Characteristic

工作电压：DC18V～DC28V

测量精度：±0.1%FS

输入信号：Pt100,三线制

最大测量点：16点

输出继电器容量：AC250V/2A

输出信号：声、光报警输出
RS485串行通信：2400 bps

外形尺寸：80H×160W×140L (mm)

开孔尺寸：76H×153W (mm)

内部具有自检和传感器故障判断功能，抗干扰强

带RS485通讯接口，可与PC机连接

可设定温度报警的上限值或下限值

可配置机内声报警，报警指示灯和两只容量为AC220V/2A的报警继电器

任何一路温度高于设定报警上限或低于报警下限，对应路的报警指示灯亮，机内声报警响，同时内

设报警继电器动作

键盘设定斜率和零位，实现无电位器的校正方法，使测量精度不受机械震动影响，同时也大大减少

温度的漂移

船级社认可

Operation voltage: DC18V~DC28V
Accuracy: 0.1%FS
Input signal: Pt100,3-wires
Monitoring point quantity: 16points(max)
Output relay capacity: AC250V/2A
Output signal: sound alarm, light alarm
RS485: 2400bps
Overall size: 80H 160W 140L(mm)× ×

Cutout Size: 76H 153W(mm)×

Powerful anti-jamming, inner self-checking
Connect pc with the RS485 interface
Set the lower value or upper value for temperature alarm
Fix inner sound alarm possibly. Alarm Meter light and alarm relay with the capacity AC220V/2A
One temperature value exceed upper or lower limit, its indicator light turn on, and the inner sound
alarm emit alarm. At the same time, the inner alarm relay run.
Set "slope" and "zero leaning" with soft key. Use the emendation method without POT in order to
great reduce the change of temperature and few influence the accuracy by machine shake.
Approved by classification societies

Tech. Spec.

适用范围 本仪表适用于温度的监测报警

Application The instrumentation is used to monitor temperature..



Intelligent Instrumentation

RDYB204B智能仪表

技术参数

特 点

Characteristic

适用范围 RDYB204B四路智能报警仪表, 结合先进的数字电路, 将输入4-20mA的模拟量信号转换为数字量
在液晶屏上显示, 本产品测量精度高,工作稳定可靠,使用寿命长, 安装使用方便. 报警时可同时有声光

输出报警, RDYB204B报警仪最大可监测4路4-20mA模拟量输入信号, 适用于监测可燃气体浓度，氧
气浓度，有毒有害气体，烟雾浓度等热工参数的监测报警.

Application The indicator can transmit 4~20mA simulation input signal to numeral signal and display on the LED
display, and trigger audio alarm. It can simultaneously send out audio and visual alarm, and monitor a
maximum 4 channels' 4-20mA simulation input signal. It is used for monitoring thermodynamic
parameters, such as, combustible gas density, oxgen density, poisonous and harmful gas density,smoke
density, etc.

工作电压: DC18V～DC28V
输入信号: 4～20mA电流信号

继电器闭合状态输出 故障报警,预报警，高报警,声报警:

最大测量点 点: 4

声报警模式 高报警，预报警，故障报警:
外形尺寸 80H ×160W×140L (mm):

开孔尺寸 76H×153W (mm):

抗干扰能力强具有内部自检功能,
具有报警、记录报警时间报警类型的功能

线性可调,同时可设置主、预报警值

液晶屏显示

Working voltage: DC18V DC28V～

Input signal: current signal 4-20mA

Output relay(NC): fault alarm,pre-alarm,high alarm,sound alarm
Max measuring point: 4 points
Sound alarm model: high alarm,pre-alarm,fault alarm
Overall size: 80H 160W 140L (mm)× ×

Cutout size: 76H 153W (mm)×

Strong anti-jamming, inner self-checking
Has alarm function, and read down the alarm time and the alarm state
Can adjust the measuring range, and simultaneously set main/prep alarm value
LCD display

测量范围 ～ 线性可调: 0 100% LEL

Measuring range: 0 100 %LEL(adjustable)～

Tech. Spec.



Intelligent Instrumentation

RDYB-100智能仪表

技术参数

特 点

Characteristic

适用范围 本仪表只能接受一路4~20mA信号，用于液位、压力等热工参数的监测报警

Application The indicator monitor can only accept one channel's 4 20mA signal and used to monitor various
thermodynamic parameters, such as, liquid level, etc.

～

工作电压: DC18V～DC28V

基本误差 ±0.5%FS:

输入点数 单点测量:

输入信号 4～20mA:

设定范围 00.00～99.99:
RS485串行通讯 2400bps:

继电器输出 声报警,高报警输出:
外形尺寸 75W×158H×88L (mm):

开孔尺寸 75W×150H (mm):

RS485通讯接口，可以很方便组成各种系统

用四位LED数码显示，并用光柱模拟显示

该显示表具有高精度、高可靠、通用性强的特点

该仪表可配置二个报警点及继电器输出

数字调设定点，量程范围可自行任意设定

微处理器为核心，软件进行信号处理

具有内部自检及传感器故障判断功能

Working voltage: DC18V DC28V～

Accuracy: 0.5%FS±

Max. monitoried point: Single point
Input signal: DC 4 20mA～

Measuring range: 00.00 99.99～

RS485: 2400bps
Output relay: output for sound alarm or high alarm
Overall size: 75W 158H 88L (mm)× ×

Cutout size:75W 150H (mm)×

To compose kinds of system is easy with RS485 interface
Display with 4bits digital LED and Simulation laser-beam.
High accuracy, reliably, Application versatility
Two alarm-points, two output relays.
"set point" adjustment by digital. Customizable measure range
MPU and process the signal by software.
Inner self-checking, inner loop fault judgment
Approved by classification societies

Tech. Spec.



Intelligent Instrumentation

RDYB-101智能仪表

技术参数

特 点

Characteristic

工作电压: DC18V～DC28V 输入点数: 单点测量

输入信号 DC 4～20mA/RS485:

显示范围 00.00～99.99:

工作温度 -10～+45℃:

绝缘阻抗: ≥100MΩ/DC500V

功耗 ≤5W:

输出接点容量 AC250V/1A:

显示范围 00.00～99.99:

外形尺寸 48W×95H×100L (mm):

开孔尺寸 43W×90H (mm):

提供变送器电源 24VDC(-50%～+30%):

具有调光功能

以微处理器为核心，进行信号处理

具有内部自检及传感器故障判断功能

有RS485通讯输入接口，可以很方便组成各种系统延伸指示和报警

数字调设定点。量程范围可自行任意设定

用四位LED数码显示，并用光柱模拟显示

该显示表具有高精度、高可靠、通用性强的特点

可配置报警点及继电器输出

可同时显示液位和舱容

船级社认可

Working voltage: DC18V~DC28V

Input Signal: 4 20mA RS485～ ，

Max. Monitoried point: Single point

Indicating range: 00.00 99.99～

Working temperature: -10 +45～ ℃

Insulation and Impedance: 100MΩ/DC500V≥

Power consumption: 5W≤

Power for transmitter:24DC (-50% +30%)～

Output contact rating: AC250V/1A
Dimmer function

Indicating range: 00.00 99.99～

Overall size: 48W 95H 100L (mm)× ×

Cutout ×size: 43W 90H (mm)

MPU and process the signal by software
Inner self-checking, inner loop fault judgment
As a repeater unit for various systems thourgh the RS485 interface
"set point" adjustment by digital.Customizable measure range
Display with 4bits digital LED and simulation laser-beam.
High accuracy, reliably, Application versatility
Fix alarm-points, output relays possibly
Display the liquid level and liquid capacitance
Approved by classification societies

Application The indicator monitor is as a repeater unit, can only accept one channel's 4 20mA signal and used
to monitor various thermodynamic parameters, such as, pressure, temperature,level etc.

～

适用范围 本仪表仅接收一路信号，可作为各种液位、温度、压力、流量等热工参数的监测报警复示器。

Tech. Spec.



Navigation Light/Running Light Panel

RDLP /航行灯 信号灯控制板

技术参数

Application

适用范围
RDLP航行灯/信号灯控制板由操作面板、接线箱和电源装置三个分

组成。其中，操作面板最多可对26路航行灯或信号灯进行控制,每块操作面

板最多可以带两只接线箱；每只接线箱最多可外接13路航行灯或信号灯，
两只接线箱可分别供电；作为可选项目的电源装置，具有电源自动切换功
能，当主电源失电时，能自动切换至备用电源，从而使设备继续工作。

环境温度: 0～45℃

电源输入: 主电源 AC220V/AC110V ±10%,应急电源 AC220V/AC110V±10%

额定负载: AC110V, 25~100W/路,AC220V, 40~200W/路

输出功耗: 最大8A（13路）x2

辅助控制电源: DC24V,1.5A (可由电源装置内部供电)

控制装置内部电源故障报警输出：无电压触点，正常闭合

航行灯/信号灯工作时故障声报警输出：无电压触点，常开/常闭

The device is composed by Operation Panel, Junction Box and Power Unit. The Operation Panel,
connect with 2pieces of Junction boxes, controls 26channels signal from Navigation Light or Running
Light,max. Each of Junctions possibly be supplied power separately. As an option, Power Unit
automatically switches power between main power and backup power in order to keep the equipment
working during main power loss.

Ambient temperature: 0 45～ ℃

Power supply: Main power: AC220V/AC110V 10%± ,Backup power: AC220V/AC110V 10%±

Rated load: AC110V, 25~100W/channel,AC110V, 40~100W/channel
Power consumption: 8A 13channels x2,max（ ）

Emergency power DC24V 1.5A (possibly be supplied power unit): ,

Inner power failure alarm output: N/C with dry contact
Failure audio-alarm output: N/C,N/O with dry contact

Tech. Spec.

RDLP Lantern Control Panel System Diagram


