
RDHL-D排水系统符合SOLAS XII/13，MSC/Circ.1069, IACS UI
SC 179的相关规定，可对现有散货船船艏部的泵系进行加装或改造。
其中本系统的驱动环节为我司的RD-EMV系列电动执行器，采用完全
密封设计，防护等级达到IP68.

执行器型号:RD-EMV
类型 电动式:

阀通径 DN50 65 80 100: / / /

电源:AC220/110V,50/60Hz或DC24V

动作时间:10-20s
阀位全开/全闭触点输出
阀门异常时，马达自我保护
防护等级:IP68(10m水深/24小时)

Water Ingress Alarm System
RDHL-D 货舱进水报警系统

货舱进水探测报警系统是符合 和 的相关要求，主要用于监测货舱内的
进水情况。当货舱进水时，该装置发出声光报警，提醒船员注意采取相应措施，确保船舶安全。

RDHL-D SOLAS XII/12 II/25

浮子式液位传感器形式压力变送器形式气电转换式

概 述

主电源失电报警
传感器故障报警

预报警水位报警
试灯按钮

功 能

类 型

主报警水位报警
越控带灯按钮

消声，消闪按钮
调光按钮

Summary The device is comply with the requirements of SOLAS Reg. XII/12 and Reg. II/25, IMO Res.
MSC.188 (79). It is mainly used to monitor the water situation in the cargo hold. When water ingress
cargo hold and excess the limit, the system emit audio-visual alarm and remind the duty officer to take
corresponding measures to protect life and property safety.

Function Override light buttonACKN Pushbutton
Sensor failure alarm

Test pushbutton
Dimmer switch

Pre-alarm
Main alarm Main power failure alarm

Type E/P typePressure sensor type Float level switch type

Dewatering System
RDHL-D 排水系统

概 述

技术参数

Complied with the requirment of SOLAS Regulation XII/13,MSC/Circ. 1069
and IACS UI SC 179, RDHL-D Dewatering System is designed to retrofit the
pump pipeline on existing ships.

Summary

Actuator type: RD-EMV
Drive type Electric type：

Fitted valve diameter:DN50/65/80/100
Power supply: AC220/110V,50/60Hz or DC24V

Running period: 10-20s

Full open/closed position contact output

IP68 (10m water depth/24 hours)
Motor self-protection in case of valve abnormal

Tech. Spec.


